TURBINES

Claber's range of turbine sprinklers is carefully designed
to best meet the irrigation needs of medium-sized

and large gardens. Total reliability, versatility of use

and silence during operation make the Claber

turbines the ideal solution for professional quality

DIY systems. The many regulation options, from the
angle of rotation to the range of the jet, ensure the
best irrigation efficiency.
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TURBINES @

MEDIUM-JET TURBINE
SPRINKLER

920474

=

Medium-jet turbine sprinklers with interchangeable nozzles. A working range that can be
adjusted from 40° to 360°, with just a simple flat head screwdriver, a pointer on the

lid showing the selected work arc. The sprinkler can be regulated before installation, after
installation in a static position, or during operation. A special mechanism avoids damage to the
gears during regulation. Internal removable filter. Running pressure from 1.5 to 4 bars.

Radius from 4 to 9 m. 1/2"(15-21 mm) screw base. Height from ground 4" (10 cm).

Packs of 12 pcs. Irrigated area max. 254 m?

40°360° ] 40°360° ; 40°360° ;
BAR |/min BAR I/min BAR I/min
075 | 27 | r48m | 68m 075 | 28 |r5om | 71m 075 | 31 [ r52m | 74m
1 44 | r58m | 82m 1 48 | r59m | 83m 1 58 | r63m | 89m
'I 15 | 45 | r67m | 95m 2 15 | 51 | re9m | 98m 3 15 | 67 | ri2m | 102m
2 60 | r72m | 102m 2 66 | r75m | 106m 2 83 | r81m | 115m
3 94 | r80m | 113m 3 100 | r84m | 119m 3 18 | r90m | 127m
40°-360° . : . .
code packaging qty  packsize (cm) box size (cm) volume (m*)  weight (kg) pcs/pallet
(LRI LT
90474 @ 12 7x15,5x6,5 18x40x18 0,012 2,21 840 I 00625"904747”
LONG-JET TURBINE
SPRINKLER
90478 Long range jet rotating sprinkler with interchangeable nozzles. Adjustable from 30° to 360°
@ without extraction of the mechanism. Slits for eliminating any sand in the water.
Removable internal filter. Silent operation due to internal lubrication.
Height from ground 5" (12,5 cm). 3/4"(20-27 mm) female threaded base.
Adjusting spanner supplied. Comes in pack of 8 pcs. Irrigated area max. 670 m?
30°360° ; 30°360° ; 30°360° ;
BAR |/min BAR I/min BAR I/min
05 15 | rgsm [ 120m 05 17 r91m | 129m 05 19 | rg8m | 124m
0,75 2,2 r96m | 136m 0,75 26 r98m | 139m 0,75 30 r98m | 139m
1 35 | r90m | 127m 1 42 | 191m | 129m 1 49 | r98m | 139m
2 79 | rl4m | 161m 2 87 | r1gm | 164m 2 95 | r116m | 164m
'I 25 | 84 |r102m | 144m 2 25 | 95 |r1o7m| 151m 3 25 | 106 | r11,0m | 156m
3 M4 | rio4m | 147m 3 129 | r1g7m | 151m 3 144 | r11,0m | 156m
4 136 | r12im | 17,1m 4 155 | r128m | 181m 4 174 | r134m | 190m
6 198 | r133m | 188m 6 20 | r140m | 198m 6 %2 | r146m | 206m
8 258 | r118m | 167m 8 84 | r128m | 181m 8 310 | r137m | 194m
30°:360° . . . .
code packaging qty  packsize (cm) box size (cm) volume (m®)  weight (kg) pes/pallet
QLY P
90478 @ 8 9x19,5x8,5 20x39x23 0,017 3,30 384 8"000625"904785”
MULTI-JET TURBINE
WITH LONG JET RANGE
90480 Turbine sprinkler with 4 built-in nozzles to ensure uniform irrigation at any operating angle
@ (adjustable between 40°-360°). Use a common screwdriver to select which nozzle to use,
set the working angle and adjust the flow.
Special nozzles to ensure maximum efficiency and water savings.
Excellent performance, even at low pressure. Internal filter.
Recommended operating pressure between 2 and 5 bar.
Radius between 9.8 and 11.0 m. 3/4"(20-27 mm) female threaded base, height from ground 5"
(12,5 cm). Irrigated area max. 580 m?,
40°360° ; 40°360° ] 40°360° ;
BAR I/min BAR I/min BAR I/min
1 35 r75m | 10,7m 1 48 | r100m | 142m 1 59 | r105m | 149m
1 2 56 rgdm | 119m 2 2 79 | r11,0m | 155m 3 2 98 | r120m | 170m
3 93 | r78m | 11,im 3 133 | r11gm | 167m 3 165 | r13,0m | 185m
4 126 | r65m | 92m 4 185 | r114m | 162m 4 24 | r36m | 193m
40°-360° . . . .
code packaging qty  packsize (cm) box size (cm) volume (m*)  weight (kg) pcs/pallet
[
90480 @ 8 9x19x7,2 20x39x23 0,017 3,10 384 8"000625"904808
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POP-UP AND TURBINE SPRINKLERS

CODE 90004 90005 | 90006 @ 90020 | 90019 90041 90043 | 90053 | 90055
DESCRIPTION STATIC SPRINKLERS
Static v v v v v v v v v
Type
Dynamic
Height from ground 3 ¥ & 2 & 2 & 2 &

9 9 (5cm) (7,5cm) (10.¢m) (5cm) (10¢cm) (5cm) (10¢m) (5cm) (10.¢m)
Main material ABS ABS ABS ABS ABS ABS ABS ABS ABS
Connector 1/2"F 12"F 12"F 12"F 1/2"F 12"F 1/2"F 12"F 1/2"F
Operating pressure Tto3bar | 1to3bar | 1to3bar | 1to3bar | Tto3bar | Tto3bar | Tto3bar | 1to3bar | 1to3bar
Head

Fixed v v v v

Adjustable v v v v v
No. of nozzles 1 1 1 1 1 1 1 1 1
Shape of irrigation area @ @ @ @ @ @ @ @ @
0°-350° 0°-350° 0°-350° 0°-350° 0°-350° 360° 360° 180° 180°

Irrigated area max. (m?) 78 m? 78 m? 78 m? 55m? 55 m? 58 m? 58 m? 31,8m? 31,8 m?
at the pressure of 3 bar 3 bar 3 bar 3 bar 3 bar 3 bar 3 bar 3 bar 3 bar
Diameter max. (m) 10 10 10 8,5 8,5 8 8 8 8

Min. 9,2 9,2 9,2 6 6 7,6 7,6 4,1 4,1
Flow rate (I/min)

Max. 13 13 13 8,2 8,2 10,4 10,4 538 58
Removable internal filter v v v v v v v v v




POP-UP AND TURBINE SPRINKLERS

90095 | 90097 | 90133 | 90109 | 90121 90210 | 90220 | 90230 | 90264 | 90266 | 90474 | 90478 | 90480
TURBINE SPRINKLERS
v v v v v
4 4 4 4 4 4 v v
2" 4" 4" 4" 4" 2" 2" 2" 3" 4" 4" 5" 5"
(5cm) (10cm) (10.cm) (10cm) (10.cm) (5em) (5cm) (5cm) (7,5¢m) (10.cm) (10.cm) (12,5em) | (12,5cm)
ABS ABS ABS ABS ABS ABS ABS ABS ABS ABS ABS ABS ABS
1/2"F 12"F 12"F 12"F 12"F 12"F 12"F 12"F 12"F 12"F 12"F 3/4"F 3/4"F
1to3bar = Tto3bar | 1to3bar | T1to3bar | 1to3bar | 1to3bar | Tto3bar = Tto3bar | Tto3bar | Tto3bar = Tto3bar | Tto3bar = Tto3bhar
v v 4 4 4 4 4 4
v v v v v
1 1 1 1 1 1 1 1 1 1 J : 4 built-in
interchangeable | interchangeable
90° 90° 360° 180° 90° 80°-360° | 80°-360° | 40°-360° | 30°-360° | 40°-360°
12,6 m? 12,6 m? 64 m? 20,3 m? 11,2 m? 60 m? 35m? 18 m? 95 m? 95 m? 254 m? 670 m? 580 m?
3 bar 3 bar 3 bar 3 bar 3 bar 3 bar 3 bar 3 bar 3 bar 3 bar 3 bar 3 bar 3 bar
9 9 7x7 14x1 17x1 9 9,8 9,8 9 N 18 274 27,2
3,1 3,1 8,2 6,6 33 3,7 2,9 2 4.4 4.4 2,7 1,5 3,5
4 4 1,8 9 47 5 4 23 72 72 1,8 31 22,4
v v v v v v v v v v v v v

155

UNDERGOUD IRRIGATION





